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. All plastic structure, strong corrosion resistance, can be used in
Marine environment or other chemically corrosive environment

. High grade waterproof performance, can meet the underwater use.

. Have independent design patents A
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Cable Connector
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Flange Mounting
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Cable Connector
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Panel Mounting Rear Locking

m M+& [Specifications]

LA EBE Mechanical

S MEE Electrical

IFIEMERE Environmental 4% Material
HIE R 1.5A DN >500/% BHIPER IRECIP6S /TP 78IP6S SE/BERSD  paT
Current rated Life cycle =500 times Protection level Standard s IP65, IP6781P68 Option Avalisble  Shell&insulated parts
TirEE 125V AC  SHHUE 26AWG 8 A 1.5ARTEFHESOKIAT SEEH /
Operating voltage Wire size Temperature rise 1.5A Per contact at 30K Hardware metal
e 106b/s @M $5~¢6.5mm TIERE C-85 1AL was
Transmission rate 500MHZ Cable O.D range Temp/;'laﬁre rating -25C~85C Cs:)ntact size Brass with gold—plated
AIHE / ‘LA BB FhzkAt4Y AR /15 AR
Insertion loss Assembly style Straight through Sealing Siicore // s
B /
Return loss
R4 8
Contact diameter
- O . o .
B ZHERAS [Multiple Module Combinations ]
B R
Pin Number
2PIN 3PIN 4PIN 10PIN 12PIN 19PIN 24PIN uUsB USB RJ45 FIBER FIBER HDMI
BERM  gca/ssa 25a/35A  25A 10A 10A 5A 5A - - - - - -
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Specific part number can scan code consult customer service to understand.
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